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DETAIL A
SCALE 60:1
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DETAIL B
SCALE 4:1

0.2 X 45°
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REAR SIDE ADHESIVE TAPE
 (See Chapter 10)

PRINT ON REAR SIDE OF COVER
COLOR: PANTONE BLACK or WHITE

ZIF 20pin, 0.5mm pitch
Down-side

PINOUT ON THE 2ND PAGE

PN:
SN:
DRAWN: 1:1.21
CHECKED:
APPR:

RVT50UQFNWC0x

2018.10.22

ISO A3
[mm]

P. 1 of 1

Revision: Changes: Date:
1.0 Initial Case 2015.11.19

1.1 Update PIN description 2016.06.06

1.2 Dimension Overhaul 2018.10.22

TFT NOTES:
1. DISPLAY TYPE: TFT, TRANSMISSIVE, NORMALLY

WHITE
2. OPERATING VOLTAGE: VDD=3.3V
3. DRIVER IC: FT813
4. RESOLUTION: 800x480
5. LCD LUMINANCE: 510cd/m^2
6. LED BACKLIGHT: 12 WHITE LED
7. VIEWING DIRECTION: 12 O'CLOCK

TP NOTES:
1. TP STRUCTURE: G+G
2. DRIVER IC: FT5446

GENERAL NOTES:
1. OPERATING TEMPERATURE: -20°C ~ 70°C
2. STORAGE TEMPERATURE: -30°C ~ 80°C
3. WITHOUT INDIVIDUAL TOLERANCE: ±0.3mm
4. RoHS COMPLIANT



TFT PINOUT

PIN DESC

1 VDD

2 GND

3 SPI_SCLK

4 MISO/IO1

5 MOSI/IO0

6 CS

7 INT

8 PD

9 NC

10 AUDIO_OUT

11 GPIO0/IO2

12 GPIO1/IO3

13 GPIO2

14 GPIO3

15 NC

16 NC

17 BLVDD

18 BLVDD

19 BLGND

20 BLGND


