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MATCHING CABLE CONNECTOR:
JST SHR-04V-S-B
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1.0 Initial Case 2020.08.19

GENERAL NOTES:
1. OPERATING TEMPERATURE: -20°C ~ 70°C
2. STORAGE TEMPERATURE: -30°C ~ 80°C
3. WITHOUT INDIVIDUAL TOLERANCE: ±0.3mm
4. RoHS COMPLIANT

TP NOTES:
1. TP STRUCTURE: G+G,
2. CG THICKNESS: 1.0mm, (Gorilla Glass)
3. SURFACE HARDNESS: 9H
4. DRIVER IC: EXC80W32
5. INTERFACE: USB; I2C; OPTIONAL UART
6. OPERATING VOLTAGE: 3.3V(CTP I2C); 5.0V(CTP USB);



TOUCH PANNEL CONNECTOR
Pin No. Desc. Pin No. Desc.

1 USB_GND 6 I2C_VDD(3.3V)

2 USB_VDD(5.0V) 7 I2C_RST

3 USB_D- 8 I2C_SCL

4 USB_D+ 9 I2C_INT

5 I2C_GND 10 I2C_SDA/TXD

CN1
Pin No. Desc. Pin No. Desc.

1 USB_VDD(5.0V) 3 USB_D+

2 USB_D- 4 USB_GND


